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Monitor interaktywny HIKVISION DS-
D5C86RB/B 86" 4K z kamerą (Android
13.0, EDLA)

Cena 10 403,07 zł

Numer katalogowy INC-MOHKMB860080

Kod producenta DS-D5C86RB/B

Kod EAN 6942160466927

Opis produktu

Parametry

Rozmiar monitora: 86 cali
Typ matrycy: VA
Czas reakcji matrycy: 6.000 ms
Jasność matrycy: 400 cd/m2
Kontrast statyczny: 5000 :1
Kąt widzenia: 178 stopni
Ilość wyświetlanych kolorów: 1,07 B (10-bitowy)
Rozdzielczość: 3840 x 2160
Częst. odśw. przy rozdzielczości optymalnej (Hz): 60
Format obrazu: 16:9
Technologia dotykowa: Podczerwień
Ilość punktów dotyku: Do 45
Obszar wyświetlania obrazu (mm): 1895,04 x 1065,96
Wymiary zewnętrzne (mm): 1960,5 x 1173,7 x 82,5
Waga netto (kg): 65.130
Waga brutto (kg): 82.600
Wymiary opakowania (mm): 2197 x 1376 x 284
Zasilanie: AC 100 V~240 V
Montaż VESA: 800 x 600
Wbudowane głośniki: 2 x 15W + 25W
Złącza wejścia: HDMI x3, VGA, DisplayPort, Audio In, RS-232, USB 3.0 (typ A) x4, USB 2.0, USB-C x2
Złącza wyjścia: HDMI Out, Audio Out, SPDIF
Rodzaj szkła:
Certyfikaty:
Dopuszczalna temperatura pracy: 0°C ~ 40°C
Dopuszczalna temperatura przechowywania:
Obsługiwane systemy operacyjne: Android 13
Dołączone oprogramowanie:
Zawartość opakowania: Wall mount bracket, hook, user manual, touch writing pen, packing list, 3M touch USB
cable, 3M HDMI cable (2.0), 1.5m power cable (European stand.), Bluetooth remote control
Zawiera baterię / akumulator: Nie
Informacje dodatkowe: Backlight DLED, Pixel Pitch 0.1645(H)× 0.4935(V)mm, Color Gamut 72%
NTSC(CIE1931)(Typ.), Surface Haze: 25%, Processor Quad-core Cortex-A76 × 4(2.4GHz)& quad-core Cortex-A55 ×
4(1.8GHz, Memory 8 GB, Built-in Storage 128 GB, Built-in BLE (Bluetooth Low Energy) module supports Bluetooth 5.1,
LAN (1000 Mbps) × 2, WIFI AP&Station,2.4G/5G, IEEE 802.11 a/b/g/n/ac 2x2 MIMO (2.4 GHz and 5 GHz) authentication
protoco, WEP, WPA, WPA2, PSK and 802.1X EAP, 2x USB-C support USb 2.0, DP 1.2 and charging: 15W side / 65W
front, Average Consumption: < 205W, Support screen mirroring by Android phones, Working Duration: 16/7, Camera:,
- pixel 48MP for Photos & 8 MP for Video, - support intelligent switching between Android system, OPS, and PC., - field
angle: 120°(diagonal), 110°(horizontal), 75°(vertical), - distortion: <= 2.5%, - camera resolution ratio: up to 4K,
Microphone:, - omni-directional 8-array layout, - echo reduction and smart noise-cancellation, - voice distance: 12 m, -
sampling rate: 32 K, - mic sampling rate: 16 bit, Image Processing Technology: support 3D digital noise reduction,,
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face detection, automatic white balance, automatic purple edge removal,, automatic defogging;support shadow
correction and distortion correction, for lens, Audio Processing Technology: support dereverberation, adaptive noise,
reduction, adaptive non-stationary noise reduction, adaptive echo, cancellation, automatic gain control, automatic
electrical level control,, sound source localization, speech dynamic detection, digital beam forming,, speech detection,
EDLA Certified
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