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Monitor interaktywny ViewSonic
ViewBoard IFP5551 55" 4K (Android
14.0,EDLA)

Cena 8 023,24 zt

Numer katalogowy INC-MOVSMB550030
Kod producenta IFP5551

Kod EAN 0766907031973

Opis produktu
Parametry

Rozmiar monitora: 55 cali

Typ matrycy: TFT

Czas reakcji matrycy: 6.500 ms

Jasnosé matrycy: 400 cd/m2

Kontrast statyczny: 1200 :1

Kat widzenia: 178 stopni

llos¢ wyswietlanych koloréw: 1,07 B (10-bitowy)

Rozdzielczos¢: 3840 x 2160

Format obrazu: 16:9

Technologia dotykowa: Podczerwien

llos¢ punktéw dotyku: Do 50

Obszar wyswietlania obrazu (mm): 1209,6 x 680,4

Wymiary zewnetrzne (mm): 1269,8 x 789,3 x 83,7

Waga netto (kg): 25.860

Waga brutto (kg): 31.610

Wymiary opakowania (mm): 1401 x 878 x 220

Zasilanie: AC 100 V~240 V

Montaz VESA: 400 x 200

Wbudowane gtosniki: 2 x 25W + niskotonowy 1 x 20W

Ztacza wejscia: HDMI x4, VGA, DisplayPort, Audio In, RS-232, SD Card slot, OPS, RJ-45 x2, USB 3.0 (typ A) x4, USB 2.0

(typ A), USB (typ B) x2, USB 3.0 (typ C) x3

e Ztacza wyjscia: HDMI Out, Audio Out, SPDIF

¢ Rodzaj szkta: Hardness:9H, AG+AF

e Certyfikaty: cTUVus, FCC/ICES003, Energy Star 8.0, EMC/CE, CB/LVD, GOST-R/EAC, UkrSEPRO,, EPEAT, Mexico NOM ,

Mexico Energy, UKCA, UK-EEL, BSMI, BIS,, LBL( Low Blue Light Certification), Flicker Free, Green BOM, RoHS,, ErP-Eco,

REACH, SCIP, WEEE, TPCH , Packing waste, CA65, PAIA

Dopuszczalna temperatura pracy: 0°C ~ 40°C

Dopuszczalna temperatura przechowywania:

Zywotnosé (godz.): 50000

Obstugiwane systemy operacyjne: Android 14 EDLA

Dotaczone oprogramowanie: Basic Annotation Software: myViewBoard for Android, Pro Annotation Software:

myViewBoard for Windows (embedded in VPC), Wireless Presentation: AirSync, Device Management: Manager,

ViewSonic Launcher: Yes

¢ Zawartosc¢ opakowania: Power Cord x1 3 meters,, USB Type-C cable x1 1.8 meters , USB-IF certified, USB Touch
cable x1 3 meters, Touch pen (Passive pen) x 2, Quick Start Guide, RS232 adapter x1, Clamp x 5, Camera Plate x1,
Screw x 8 (camera 2+2, wall mount 4), HDMI cable x1 3meters, (HDMI LA certified), Remote controller x1, AAA battery
x2, Compliance statement, Warranty card (only for VSCN)

o Zawiera baterie / akumulator: Nie

¢ Informacje dodatkowe: Panel Type: TFT LCD Module with DLED Backlight, Orientation: Landscape, Type/ Tech: Ultra

Fine Touch Techology (IR Recognition), Touch Resolution: 32767x32767, Touch Point: EDLA/Android/Windows: 50

points of touch, Top Camera Plate, All-in-one USB port: USB 3.2 Gen 1 “SmartPort USB” to all channels, Simple LAN
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sharing between IFP and slot-in device: 10/100/1000M, (USB Type-C 10/100, Android & PC 10/100/1000), Light Sensor,
Consumption: On:76.16W; Off:<0.5W, Type B: x2 (Front x 1 and Rear x 1 with USB3.2 Gen 1), Compatible Slot-in PC:
VPCF5-W33-G1, VPC37-W53-G1, VPC35-W53-G1, VPC-A31-01

¢ Gwarancja producenta [mies.]: 96
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